


Assembly Instructions

Hercules
Floor standing rotary banner,
larger visible area than the
Maverick and larger footprint.
2015m (h) x 850mm (w)
approx. visible area

Zodiac
Wall or ceiling mounted rotary
banner system with scrolling
loop graphic and visible area
up to 2000mm. 

Other products in our rotary and display banner range include:

Revolva
Economy motorised scrolling
banner stand with twin
telescopic arms allowing
variable graphic height.

To remove the base
roller (C), firstly remove
the basecover.
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Insert fixed bungee poles
into holes each side of
base. Ensure they are
pushed home fully.

Kit includes: bungee
pole x 2 (D), base (B),
top rail (E), base roller
(C), bag (A)
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Remove the roller by
squeezing the end opposite
to the spring end,
detaching it from the base.
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Feed the graphic loop
onto the base roller.
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Take each bungee pole
(D) and fully extend until
they click into place.
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Load roller and graphic
back into the base,
squeezing roller into position,
fitting the spring end first.
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Remove the roller from
the top rail (E) by
squeezing it towards the
spring end.
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Ensure the top of the
bungee poles fix into the
groove at the back of the
rail.
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Slide roller into the top
of the graphic loop.

8

Slide the cover back into
position.
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Fix the graphic and roller
back into the top rail.
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Ensure the cover clicks
into position securely.
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Attach the top rail onto
the top of both bungee
poles. Push down onto
the spring loaded ends.
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Finally, connect the
supplied mains plug to
the unit and switch on
the power.
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